19980410.ba v02_n008.bam.980410 


>From ???@??? Sat Apr 11 12:41:37 1998 

Message-Id: <199804110117 .UAA21336@sco.theporch. com> 
Date: Fri, 10 Apr 1998 20:15:00 CDT 

Subject: BOATANCHORS digest 2008 


BOATANCHORS Digest 2008 
Topics covered in this issue include: 


1) SX-28 Restoration webpage 
by "Robert Nickels" <ranickel@mwci.net> 
2) WTB Control Box for SCR-522 
by Richard Pekelney <pekelney@rspeng.com> 
3) SX-28 Restoration webpage 
by "Robert Nickels" <ranickel@mwci.net> 
4) SCR-74A 
by Don Reaves <dr@cei.net> 
5) Re: SX-28 Restoration webpage 
by Ed Tanton <n4xy@att.net> 
6) Re: keep the memories coming! 
by w7ni@teleport.com (Stan Griffiths) 
7) Re: Fwd: Marconi Receivers 
by Dave Prince <davprin@gil.com.au> 
8) Re: SX-28 Restoration webpage 
by Dan Arney <kn6di@groupone.net> 
9) SX-28 Parts Wanted (RE: SX-28 Restoration Page) 
by w2ec@vnet.IBM.COM 
10) Re: SCR-74A 
by WOEOM <WOEOM@aol.com> 
11) Re: SCR-74A 
by Richard Post <post@ouvaxa.cats.ohiou.edu> 
12) ART 13 STUFF 
by shep shepard <shep@northlink. com> 
13) Re; Alignment Tools 
by gv218!knudsen@gvmail.ih.lucent.com (Michael J Knudsen) 
14) Lysco A 129 info needed 
by "Owens, Clarence" <owensc@nebeng.otis.com> 
15) Gobs of 4D32 Toobs FS 
by afpgreg@state.me.us (Paul V. Gregory) 
16) last chance RAK-7 manual 
by Brian.Harris@sv.sc.philips.com (Brian Harris) 
17) meters repaired or replaced 
by Mary & Ray Jefferson <w7fni@micron.net> 
18) CQ BA 
by gds@digitalexp.com (Reynolds, Jim) 
19) Re: Soldering Irons 


by Jderm740 <Jderm740@aol.com> 
20) Digest 2007 Last item 

by Jderm740 <Jderm740@aol.com> 
21) Air Dux Copies 

by Jderm740 <Jderm740@aol .com> 
22) Re: [Hallicrafters] CQ BA 

by gv218!knudsen@gvmail.ih.lucent.com (Michael J Knudsen) 
23) engine turned finishes. 

by Mike <ac5p@ionet.net> 
24) Alignment tools: CAUTION 

by Paul Nelson <drhydro@ames.net> 
25) Re: Sweepers 

by "Steve" <scb@mail.internettport.net> 
26) Re: engine turned finishes. 

by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
27) URM-25D and a VTVM needed 

by gds@digitalexp.com (Reynolds, Jim) 
28) RME-84 

by gvm@jersey.net 
29) Re: meters repaired or replaced 

by Dick Dillman <ddillman@igc.apc.org> 
30) Why tubes die? 

by "Robert Nickels" <ranickel@mwci.net> 
31) URM-25D or URM-25F 

by Lenox Carruth <carruth@swbell.net> 


Message-ID: <02ce01bd6435$63f£225e0$2d8a3ece@default> 
From: "Robert Nickels" <ranickel@mwci.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: SX-28 Restoration webpage 
Date: Thu, 9 Apr 1998 23:00:19 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi All, 


Master of html, Jim Hawkins, recently put up a webpage devoted to SX-28 
restoration: 


Message-Id: <v03110700b1532032feba@[207 .181.238.53]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Thu, 9 Apr 1998 18:04:57 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 


From: Richard Pekelney <pekelney@rspeng.com> 
Subject: WTB Control Box for SCR-522 


Folks, 


I am looking for a Radio Control Box BC-1175A or BC-1312 for an SCR-522, 
BC-624. 


There is a picture at www.maritime.org/wish-bc1312.htm 
Thank you for the help. 
rich 


Richard Pekelney 

Internet: pekelney@rspeng.com 
Phone: USA 1-415-563-5928 
Fax: USA 1-415-563-5787 


Message-ID: <0Q2dd01bd6437$68393380$2d8a3ece@default> 
From: "Robert Nickels" <ranickel@mwci.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: SX-28 Restoration webpage 
Date: Thu, 9 Apr 1998 23:15:19 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi All, 


Master of html, Jim Hawkins, recently put up a webpage devoted to SX-28 
restoration: 


http: //www.exit109.com/~jimh/hallicrafters. shtml 


Great photos and useful info such as a 3D model showing the bandswitch 
pointer threading! When you're finished admiring Jim's handiwork on the 
'28, cruise back to his home page and take a photo tour of 77-WABC or the 
500KW blowtorches once used by WLW or VOA. Jim gets my vote for one of the 
best radio pages on the web! Just don't get lost if you take the virtual 
transmitter walk-through! 


73, Bob WIRAN 


Date: Thu, 9 Apr 1998 23:39:44 -0500 (CDT) 

From: Don Reaves <dr@cei.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: SCR-74A 

Message-ID: <Pine.LNX.3.91.980409232944 .23794B-100000@kc5jh.reaves.net> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


At tonight's local antique radio club meeting, for show and tell, a member 
brought in a SCR-74A, portable spark transmitter. This is a WWI vintage, 
battery operated unit with built-in key, DC ammeter, and viewport for the 
spark gap. Neat small box. Plenty of brass knobs and trim. Wonder if 
anyone knows the companion receiver that would have been used with this 
transmitter? 


Don Reaves WA5BBS 

46 Arbor Oaks Drive AMI 1027 CCA 378 
N. Little Rock AR 72120 ARRL Life Member 
dr@cei.net R-390 list manager 


Message-Id: <3.0.5.32.19980410022715.00caad80@postoffice.worldnet.att.net> 
Date: Fri, 10 Apr 1998 02:27:15 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ed Tanton <n4xy@att.net> 

Subject: Re: SX-28 Restoration webpage 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


WOW!!! Great page!!!! 


73 

Ed Tanton N4XY EMAIL: ndxy@att.net 

189 Pioneer Trail 

Marietta, GA 30068-3466 TEL: (770)579-3933 V/MBX/FAX 
INTERESTS: QRP  BoatAnchors Test Equipment Photography 

CW: 99.9% Mercury Paddle # 0214 QRP to 150W: 95% 


"Think you can, think you can't: either way you're right!" Henry Ford 


Date: Fri, 10 Apr 1998 00:56:45 -0700 (PDT) 
Message-Id: <199804100756.AAAQ5702@mail1.teleport.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: w7ni@teleport.com (Stan Griffiths) 

Subject: Re: keep the memories coming! 

Cc: boatanchors@theporch.com 


>Hello again Stan, 


>Why do you say 543*Bx and 545x*Bx, are the 543 and 545 not as good as the 
>B versions? I have the possibility of trading one of my scopes, either 
>453 or 465, for a 545, and I am debating whether I should or not. It 
>would be nice to collect one of every scope "family" at least, but as a 
>student I can't afford to lose alot of money doing it, until I get a 
>real job and can afford my hobbies. 


Hi Kenton, 


First of all, there were THREE versions of the 545: 545, 545A, and 545B. 
It was a progression. As techonolgy progressed, so did the 545. The very 
earliest 545s used selenium rectifiers in the power supply. Seleniums 
typically do not hold up well with advancing age. They develop high 
internal impedance and the rectified DC output slowly drops until the 
regulator no longer has enough DC voltage to make the scope work properly. 
There was a kit built by Tek for changing the seleniums to silicon diodes 
for early instruments and if your 545 has one of those installed, it can be 
an excellent instrument again. It would be difficult, but not impossible, 
to build such a kit from scratch and install it in an old 545. 


The 545A had silicon diodes installed in the power supply from the beginning 
plus several other cosmetic and technical improvements, but none as 
important as the silicon diode improvement. 


The 545B, again, had many improvements over the 545A. It is partially 
transistorized whereas the earlier 545 and 545A were all tubes, except for a 
few silicon diodes in the power supply and one germanium diode in A Sweep. 
There wer other major improvements too, such as the CRT screen area which 
was increased from the 545 and 545A's 4 X 10 cm to a 50% larger 6 X 10 cm 
for the 545B. 


>Also, I am not familiar with the ceramic strip construction, is that 
>described in your book? 


No, I don't really go into detail on ceramic strip constuction in my book. 
The best way to appreciate what that is would be to take the covers off of 
any version of 545 and look inside. You will see components soldered 


directly to ceramic as support structures. If you have not seen this type 
of constuction before, you will be pleasantly surprised and perhaps even 
amazed at how they did it. 


>> They are very reliable and REPAIRABLE with no special ICs or 

>> hybrid circuit assemblies you can't find anywhere. I also like the first 
>> solid state portables, specifically the 453, 454, and 485 since they also 
>> use the non-mesh CRTs and have exceptionally fine traces. All of the above 
>> scopes are very robust. I predict many of those instruments will outlast 
>> the later 7000 series for several decades. 

>> 

>I thought the 485 was part of the 465/475 series, is that wrong? It is 

>a member of the 453/454 family? 


I would class the 485 with the 453 and 454 rather than the 465 and 475. For 
one thing, the 485 technology is much more like the 453/454 than the 465/475 
and the 485 was out several years before either the 465 or 475. The 453, 
454, and 485 use non-mesh CRTs where the 465 and 475 use mesh tubes (with a 
larger screen area and much worse spot size and trace focus). 


>Well, I plan to come to Oregon some day (a really 
>good VW Karmann Ghia store is there), and maybe I could stop by and 
>admire your collection? 


You are most welcome, as is anyone else reading this message, to come and 
visit my scope collection. Call first to make sure I will be here when you 
come: (503) 649-0837. BTW, where is the VW Karmann Ghia store you mentioned? 


>Well I am always willing to listen... For example, what do you know 
>about HP scopes, and how do they compare to Tek? I have noticed that 
>most foreign scopes (e.g. Kikusui) are rip-offs or copies of your 
>scopes... If imitation is the sincerest form of flattery, than Tek has 
>got to be one of the most admired scope companies of all time! :) 


Well, I have to admit that I am more than a little biased, but I think you 
will find that most scope users regard Tek as the "Rolls Royce" of scopes. 

I only know of HP as a respected and formidable competitor to Tek scopes. 

In the scope world, HP ususally had to be happy with second place, right 
behind Tek. Not so in other areas where HP enjoyed a dominant position such 
as spectrum analyzers. 


>Also, now that the world of scopes has changed over to digital, I wonder 
>if Tek can continue their domination of the quality scope market, or if 
>everyone came out of the (digital) starting gate at the same time, so 
>the top 5 companies are all roughly equal? It looks like Tek is still 
>pretty dominant, but that just may be due to name recognition: if its a 
>Tek, it has to be good! :) 


Tek has changed radically in the last 10 years. They have downsized to 1/3 
of their former size. They have sold off many parts of the company that 
made unique components so they longer have the ability to lead the field 
because they have unique and technically superior parts, which is a MAJOR 
reason they have lead in the past. Most of Tek's instruments are now made 
from “off the self" components so they have lost a very important 
technological advantage. My personal opinion is that this will catch up 
with them over the next few years and the "name recognition" they now enjoy 
will fade and will not be enough to make them remain dominant. 


Tek still has a glorious history, far more glorious than Tek's current 
management (who were not there to make Tek's history) can begin to 
appreciate. I am basking in Tek's history and this is an excellent time to 
be on the "outside looking in" rather than on the "inside looking out" 

I retired from Tek in 1989. 


Stan w7ni@teleport.com 


Message-ID: <352DFD20.9F55C476@gi1.com.au> 
Date: Fri, 10 Apr 1998 21:06:08 +1000 

From: Dave Prince <davprin@gil.com.au> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Fwd: Marconi Receivers 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Ho4bart wrote: 


> In a message dated 98-04-08 20:32:01 EDT, WSNO19 writes: 

> 

> > Also an Australian Marconi...... later being licensed to produce 
> > RCA goods and services and RADIOTRON items...... Later the 

> >company was called A.W.A. " Amalgamated Wireless Australia". 

> 

> and btw, AWA also built equipment for the US Army, such as the 

> AMR-101 HRO-type. 

> hue 


G'day again, Gang. 

AWA (actually Amalgamated Wireless Australasia) was 
formed in 1913 to combine the interests of both the Marconi and Telefunken 
companies. 


As Hue mentions, AWA made one of the two Aussie HRO copies, the AMR-101. 
(Kingsley Radio made the other copy - AR7 Receiver). AWA's unit was made for the 


U.S. forces as reverse lend-lease and was actually made in two versions, the 
AMR-101 and also the AMR-100, the latter being a ‘table-top' configuration 
whereas the former was ‘rack mounted'. The 'AMR' stood for AMerican Receiver 
whereas receivers made for Royal Australian Air Force were given an 'AR' prefix 
for Australian Receiver. Transmitters were 'AMT' and ‘AT' respectively. 


AWA also made the original radio equipments (Teleradio) used by the 
Coastwatchers. Versions of the Teleradios were installed in U.S. Small Ships in 
the South West Pacific Area. They also made a 50 Watt MF/HF transmitter, the 
AMT-150 ( also known as TW-12) for the U.S. Navy. This tx was also supplied to 
the RAAF as AT-21. 


Josh Rovero mentioned the AMR-200 (Oz copy of the SuperPro), however this was 
made by Eclipse Radio of Melbourne and not by AWA. 


The AMR-300 was made by Standard Telephone & Cable (STC) and was also known as 
"STC A-679'. 


As far as I know there were no other AMR series Receivers. 


Cheers, 


Dave Prince VK4KDP Brisbane, Queensland, Australia 
davprin@gil.com.au 
http: //www.gil.com.au/~davprin 


Collector and restorer of Military Radio, Signalling Equipment and 
WW2 Canadian Military Pattern (CMP) Vehicles. 


Message-ID: <352E1F88.78FCFFEA@groupone.net> 
Date: Fri, 10 Apr 1998 06:32:56 -0700 

From: Dan Arney <kn6di@groupone.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch. com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: SX-28 Restoration webpage 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Super WOW!! I am restoring 2 SX-28A's Hank 
Ed Tanton wrote: 


> WOW!!! Great page!!!! 


> 73 

Be hata ter 5 a de ha edhe Anya, IAs we th sashes shee dae a ste le Aes 

> Ed Tanton N4XY EMAIL: n4xy@att.net 
> 189 Pioneer Trail 

> Marietta, GA 30068-3466 TEL: (770)579-3933 V/MBX/FAX 

On ro a he NN aot a as NR a eo Ren he ar fe pt, 

> INTERESTS: QRP BoatAnchors Test Equipment Photography 

> CW: 99.9% Mercury Paddle # 0214 QRP to 150W: 95% 

> Oe Oe Oe OT Oe Oe OE OT Oe OE Oe Oe Oe Oe Oe OE Oe Oe OT Oe OT OE OE OE OE OE OE OE Oe OT OE OT OE OY Oe OE Oe OE OE OE Oe Oe Oe Oe OE Oe OT OED 

> "Think you can, think you can't: either way you're right!" Henry Ford 
> Oe Oe Oe Oe OT Oe OE OE OT Oe OE OE Oe Oe Oe Oe Oe OT Oe OT Oe OT OE OT OE OE Oe OE OT Oe Oe Oe OT OE OT Oe OE Oe OE Oe OE Oe Oe Oe OE OE Oe OT OED 


From: w2ec@vnet.IBM.COM 

Message-Id: <199804101430.JAAQ6539@sco.theporch. com> 
Date: Fri, 10 Apr 98 10:24:09 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: SX-28 Parts Wanted (RE: SX-28 Restoration Page) 


Seeing Jim's pictures reminded me, I have an SX-28 and an SX-28A, both with 
cabinets and PM-23 speakers. The only parts I'm missing are the RF section 
cover plates shown so clearly in Jim's pictures. I need one of each style, 
one secured by the clip-ons (SX-28A), one secured by screws (SX-28). 
Anybody have these items available from a parts SX-28/28A? Anybody have a 
parts SX-28 or 28A they like to clear out of their shack? 


73, Ray W2EC 


From: WOEOM <WOQEOM@aol.com> 

Message-ID: <caca8602.352e392c@aol.com> 

Date: Fri, 10 Apr 1998 11:22:18 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: boatanchors@theporch.com 

Mime-Version: 1.0 

Subject: Re: SCR-74A 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Don - my Training Manual no 27 (1925) shows the SCR-61 wavemeter and the 
SCR-54-A receiving set following the SCR-74 xmtr. The SCR-54 is commonly 
known as the BC-14-A and can be found. the BC-14 is rare. nice examples of WW 
! sets. 

73, Will Santa Clara, CA 


Message-Id: <v03007803b153e5b90cb£@[132.235.47.16]> 


Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Date: Fri, 10 Apr 1998 11:45:16 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Richard Post <post@ouvaxa.cats.ohiou.edu> 
Subject: Re: SCR-74A 

Cc: dr@cei.net 


>At tonight's local antique radio club meeting, for show and tell, a member 
>brought in a SCR-74A, portable spark transmitter. This is a WWI vintage, 
>battery operated unit with built-in key, DC ammeter, and viewport for the 
>spark gap. Neat small box. Plenty of brass knobs and trim. Wonder if 
>anyone knows the companion receiver that would have been used with this 
>transmitter? 

> 

> 

> 

> 

>Don Reaves WA5BBS 

>46 Arbor Oaks Drive AMI 1027 CCA 378 

>N. Little Rock AR 72120 ARRL Life Member 

>dr@cei.net R-390 list manager 


Don, 


I don't know if there is a match, but I read that the BC-14A was used in 
the foxholes/ trenches of WWI to pick up information sent by 
artillery-directing airplanes using a spark transmitter such as the one you 
describe. The BC-14 is a really neat wood case crystal set complete with a 
glassed-in cats whisker and a battery operated buzzer used for generating a 
bit of RF noise to zero in a sensitive spot on the crystal. Lots of brass. 


Mine, made by Liberty Electric, has a very-well-done bakelite chassis added 
over the headphone storage compartment with a WD-11 installed for 
amplification. Came complete with extra galena crystals and an original 
WD-11 spec sheet in the little spares compartment on the inside of the lid. 
A friend in Dayton has a similar mod on his BC-14 so the change may have 
been done as a run somewhere. 


Perhaps we should get the spark transmitter and the receiver together to 
see if they recognize each other ;-) 


Rich 


mailto: postr@ohiou.edu 


Boatanchor Pix website - KB8TAD 
http: //ouvaxa.cats.ohiou.edu/~post/PIX/BA. html 


visit the Museum of Radio and Technology website 
http: //ouvaxa.cats.ohiou.edu/~post/MRT/ 


Date: Fri, 10 Apr 1998 08:51:52 -0700 (MST) 
Message-Id: <199804101551.IAA24875@smtp.northlink. com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: shep shepard <shep@northlink.com> 

Subject: ART 13 STUFF 


I AM IN NEED OF THE FOLLOWING FOR MY ART-13 PROJECT: 


*xx Shock/mobile mount 
xx Manual for the complete ART 13 System 


Also looking for same for R 648. 
Any leads on source appreciated.. (Nothing at Fair Radio) 


Thanks 
Shep, AA7MH 


Date: Fri, 10 Apr 1998 12:11:21 -0500 

Message-Id: <199804101711.MAA03377@gv218.ih.lucent.com> 
From: gv218!knudsen@gvmail.ih.lucent.com (Michael J Knudsen) 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re; Alignment Tools 


Larry is right about how many old IF trimmers can be done 
with a small regular screwdriver. (And too many trimmers need 
the torque of a real metal driver to turn them). 


But beware -- on many older IF cans, the primary side trimmer is HOT. 
Same applies to the Racal RA-17. I found out the easy way -- 

was not resting my other hand on the chassis, and when the ‘driver blade 
touched the side of the hole in the can and sparked, it did not burn out 
the coil or its isolating resistor. 


So yes I like the plastic shafts with metal blade in the end. 

These will protect you, but be sure not to short the blade to the can. 
If the blade is too long, wrap some tape or shrink-wrap around 

the blade to protect the radio. 


BTW, some good insulated metal alignment tools are available for 

adjusting computer monitors. Funny how technology comes around again! 

(OK, how many of you are lighting up filaments in '20s - '30s regens 

with digital TTL +5V supplies? Steady voltage, low ripple, why waste th4ese 
on ICs?) 


73, mike k aa9rg 


Content-return: allowed 

Date: Fri, 10 Apr 1998 13:29:00 -0400 

From: "Owens, Clarence" <owensc@nebeng.otis.com> 
Subject: Lysco A 129 info needed 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QER7KT433002CG@mailman.otis.com> 


Hi Gang, 


My son Bill gave me a Lysco Model A 129 transmitter last year and I'm 
looking for information . It's had some obvious internal electrical mods 
and I'd like to put it back into original condition if I can... just because 
the outside is so nice, and it's a cute little thing and it reminds me of 
the stuff that was around when I was first licensed back in '56. 


It's a little black box about 5" high, 4" wide and 61/2" deep with the 
knobs. Has three 6AQ5 tubes and uses an external pwr supply (don't have 
that). Front panel has "Osc." and "Amp." tuning knobs at the top, crystal 
socket between them. Then comes the nameplate and a pilot light, with 
"Mic." jack, "Fil." switch and "Amp. Cath." jack at the bottom. Both of the 
tuning controls have ..3...5...7.. legends printed above them; does that 
mean 80 and 40 meters? 


Does anyone have specs and a schematic for this little baby? 
Thanks and 73, 


Clare Owens N2RJB 
owensc@nebeng.otis.com 


Date: Fri, 10 Apr 1998 14:40:10 -0400 (EDT) 
Message-Id: <199804101840.0AA27098@gatekeeper.ddp.state.me.us> 
Mime-Version: 1.0 


Content-Type: text/plain; charset="us-ascii" 
To: Old Tube Radios <boatanchors@theporch.com> 
From: afpgreg@state.me.us (Paul V. Gregory) 
Subject: Gobs of 4D32 Toobs FS 

Cc: boatanchors@theporch.com 


Ahoy Collins 32V users/collectors: 


W4GIT, Don in Florida, has the above finals for sale at $19.00 each. 
Apparently he's got hundreds available, NOS, Raython. His phone is 
352-475-1950, during business hours. 

I've ordered three, and I don't even own a 32V...yet ;-) 

73 de N1ZRR, Paul 


Mime-Version: 1.0 

Date: Fri, 10 Apr 1998 15:00:17 -0700 

Message-ID: <Q0Q066BB4.1914@svlima.sv.sc.philips.com> 
From: Brian.Harris@sv.sc.philips.com (Brian Harris) 
Subject: last chance RAK-7 manual 

To: Old Tube Radios <boatanchors@theporch.com> 
Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: 7bit 

Content-Description: cc:Mail note part 


Last chance for copies of the RAK-7 instruction book. The original will be gone 
soon. This is a complete manual for the RAK-7 receiver (schematics, wiring 
diagram, troubleshooting, V/R tables, etc.), about 45 pages in a comb binding. 


$15 postpaid. 


Brian Harris WA5UEK 
3521 Teakwood Lane 
Plano, Texas 75075 


Message-ID: <352E28D4.BB001D83@micron.net> 

Date: Fri, 10 Apr 1998 14:12:36 +0000 

From: Mary & Ray Jefferson <w7fni@micron.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: meters repaired or replaced 

Content-Type: multipart/alternative; boundary="------------ 
A3F828BDC9196DA71111356E" 


PoSee ese ssa A3F828BDC9196DA71111356E 
Content-Type: text/plain; charset=us-ascii 


Content-Transfer-Encoding: 7bit 


Greetings to all: I have several meters that I would like to get 
repaired or repla ced. (1)the S meter on my old SX28 is caput...all 
there but needs rebuilding.@) the RF antenna meter on the antenna tuner 
(BC939) for my BC610....0-15amps...3 1/2 inch diameter has lost the 
thermocouple (or something)and finally The meter on an old Hickok model 
546 is out. All of these seem to be "repairable" but past experience 
has taught me that when attempted by me the results are beyond 
belief!I'm left with a handful of screws, nuts , springs etc. I would 
either purchase replacement meters or any suggestions???? I need all the 
help I can get stuck out here in the boondocks of Idaho. 


Ray jefferson 
w7fni since 1934! 
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Subject: CQ BA 
Date: Fri, 10 Apr 1998 15:43:32 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso0-8859-1" 


Content-Transfer-Encoding: 7bit 
Message-ID: <19980410204417543 . AAA234@gds> 


Hay guys, 

Ever listen down around 3580 

at night? This is suppose to be the unofficial 
calling freq. for Boat anchors on CW. 


With such a unique group here, I think we should really start that freq. 
hopping at night. 

First, it gives us all a means to get to know each other better and secondly 
it will stimulate 

more interest among the appliance operators in our hobby. 


Myself and Gary, WN9U have been trying to get it going there around 
7-8pm central time. 


I refuse to use a keyer on that freq. - I wouldn't insult my BA with that - 
so an old straight key or bug is what I use. :=) 


From: Jderm740 <Jderm740@aol.com> 
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Hi all 

My favorite, which I bought from Allied in the 1950s, is my Kwickheat 300. 

A 225 watt beauty that came with a host of accessorie copper tips. All 
different sizes to do small work and large. It also came with a soldering pot 
tip in case you had a bunch of wires to tin. 

One other accessory was a tip for circuit boards. This was a holder for a 
pencil tip that you heated and then applied to the work and then put back in 
the heater well. 


I have been useing this iron off and on since the 50s and wouldn't trade it 
for anything. 


Jack 


From: Jderm740 <Jderm740@aol.com> 
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Do we have a translator aboard? 


Jack 


From: Jderm740 <Jderm740@aol .com> 
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To all 

The copies are ready for shipping but I need some help. 

The copier I used was a brand new Pitney-Bowes piece of drek. It had all the 
whistles and bells but it was color blind. 

A couple of the sheets had a dark red background with black lettering. This 
junk couldn't see the difference, so some parts are very hard to read. Some of 
you old Photo Bugs may remember Verichrome film that had almost no Gray Scale 
resolution and saw Red as Black. Need I say more. If someone can tell me how 
to averide or fool this machine I'll be glad to do those sheets over. Or, if 
you can tell me the name of a machine that doesn't have this problem, I'll 
make a master and then go back to this junk. 

BTW the junk does a great job on B/W so that part is fine. 


Jack 


Date: Fri, 10 Apr 1998 16:19:26 -0500 

Message-Id: <199804102119 .QAA03507@gv218.ih.lucent.com> 
From: gv218!knudsen@gvmail.ih.lucent.com (Michael J Knudsen) 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: [Hallicrafters] CQ BA 


The actual frequency is more like 3558 KC, being the color-burst 
TV frequency, so xtals are real easy to find. 


People call "CQ BA" (what a neat rhythm -- try it!), and even sign 
their calls as "AA9RG/BA". Of course, right after sig reports and handles 
comes the xmtr and revr you're using. 73, mike k aa9rg 


Date: Fri, 10 Apr 1998 16:30:36 -0500 (CDT) 
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To: Old Tube Radios <boatanchors@theporch.com> 
From: Mike <ac5p@ionet.net> 

Subject: engine turned finishes. 


There was a thread on this last year. I lost the info. Any amateur 
or professional machinists who have had experience and success with 

this proceedure on brass please reply direct. I have an antique BA 

bug base I'd like to detail out. Tks es 73, 

Mike 
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Date: Fri, 10 Apr 1998 16:45:39 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Paul Nelson <drhydro@ames.net> 

Subject: Alignment tools: CAUTION 


Hey, y'awl, just one big caution on the subject of alignment tools.... 
WATCH OUT for those labeled "ANTI-STATIC", ‘cuz they're CONDUCTIVE! !!! 
Wanna know how I know? 


(((ZOT!))) OWWwWW! 


That's how.... 
and they seem to be common these days. 


Paul Nelson W5GNF "When I go, I want to go quietly, in my 
Ames, Iowa sleep, like my grandfather- not 
screaming, like his passengers." 
(DrHydro@ames.net) 
"More hay, Trigger?" 
Cessna 140 N77149 "No thanks, Roy, I'm stuffed." 
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Subject: Re: Sweepers 

CC: boatanchors@theporch.com 


Thank you for responding; 


I am sorry about the delay in my response, we have been rather 
preoccupied here in my area with the recent storms & devestation. 


I did see this earlier in BA and appreciate the opportunity to 
study it anew at leisure. I see that the TV shop sweepers are suitable 
for sets with If freqs in the range of 4.5 & 10.7 mc and simular 
whereas you have found a function generator(presumably capable of 
.5- 1.0 mc upper limit), with a VCO input fed by a properly 
functioning sine wave audio oscillator, for sub BC band IF freqs a 
better method than any particular commercial LF sweep gen. It also 
provides for setting center to the actual crystal peak instead of a 
preset. A most ingenious application! Marvelous! Thank you. 


Can you perhaps provide some suggestions to stagger tune IF 

stage alignment for AM sets to provide reasonable response using your 
method? My experience is limited to using garden variety sig gens to 
spot and peak. 


Best Regards; Steve Bringhurst 


To: Old Tube Radios <boatanchors@theporch.com> 
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Subject: Re: engine turned finishes. 
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In <199804102130.QAA11675@mail.ionet.net>, Mike wrote: 

>There was a thread on this last year. I lost the info. Any amateur 
>or professional machinists who have had experience and success with 

>this proceedure on brass please reply direct. I have an antique BA 

>bug base I'd like to detail out. Tks es 73, 

> 

There was just an article on this in Skinned Knuckles ("The magazine 

for auto enthusiasts by auto enthusiasts"). Bottom line was the best 


approach is to use a rubberized abrasive stick, available from Enco 
tools, among other sources. The sticks come in 1/4", 3/8" and 1/2" 
diameter. Chuck it in a drill press, dress it flat with fine emery 
(just press down) and go to work. You must rig some kind of 
stabilizer to hold the device being embellished, the buffer can whip 
it out of your hands and mar the finish. They tested with a sheet of 
brass, it came out beautifully. 


A. B. Bonds 
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Anyone want to sell me a URM-25D and a VTVM. 
Thanks 
KI6UP 


From: gvm@jersey.net 

Message-ID: <352E9F70.67AD@jersey.net> 
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To: Old Tube Radios <boatanchors@theporch.com> 
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Is there any market for a refurbished RME-84? 


Jerry AA2TC 


Date: Fri, 10 Apr 1998 17:48:51 -0700 (PDT) 

Message-Id: <2.2.16.19980410174819 .46476d6c@pop.igc.org> 
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To: Old Tube Radios <boatanchors@theporch.com> 

From: Dick Dillman <ddillman@igc.apc.org> 

Subject: Re: meters repaired or replaced 


At 02:12 PM 4/10/98 +0000, Mary & Ray Jefferson wrote: 


>Greetings to all: I have several meters that I would like to get 
>repaired or repla ced. 


Greetings, Ray. I've had good luck with Standard Meter Lab, Inc., 236 
Rickenbacker Circle, Livermore, CA 94550, phone 510-449-0220, fax 510-449-1704. 


Regards, 


Dick 


Dick Dillman 
<ddillman@igc.apc.org> 
WPE2VT W6AWO 
Collector Of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Message-ID: <012e01bd64e5$e4c5d260$228a3ece@default> 
From: "Robert Nickels" <ranickel@mwci.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Why tubes die? 
Date: Fri, 10 Apr 1998 19:38:02 -0500 
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Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi All, 
I'm in need of some firebottle learnin'... 


Two weeks ago my DX-100 worked fine in the morning, but when I turned it on 
later in the afternoon, I had no modulation. After eliminating everything 
else, I just installed two new 1625 modulator tubes that came today and I'm 
back in business. 


I'd tested the old 1625s in my Hickock tester and initially thought the 
tester had failed - I got absolutely no reading at all. No shorts, good 
fils, but nothing else. What could cause two tubes to fail completely like 
this for no apparent reason? I'm accustomed to receiving tubes that slowly 
lose emission or have open filaments, but I have never seen failure like 
this before. 


The good news is the DX-100 is perking just fine again. The better news is 
now I understand every square inch (and pound!) of her! But what's up with 
these tubes? 


73. Bob W9RAN 


Message-ID: <352EC413.F6COA9A2@swbell.net> 
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From: Lenox Carruth <carruth@swbell.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: URM-25D or URM-25F 

Content-Type: text/plain; charset=us-ascii 
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If one had a choice between a URM-25D or a URM-25F is there any reason 
to choose one over the other? I assume that the later model is the 
better but would like an expert opinion. (or even one that is not from 
an expert!) 


Lenox Carruth, Jr. carruth@swbell.net 
Dallas, Texas 
Collector of WW-II Communications Equipment and Memorabilia 


Wanted: TCS-14 Transmitter, TBX, BD-71, Sextant 


End o£ BOATANCHORS Digest 2008 
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